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About Us

Green Sustainable Products Compal
was conceived out of a wish to help 1
environment, yet what has evolved is
technically advanced alternative to tf
slate and concrete roof tiles currently
the market. As a company we are ful
committed to creating high quality
roofing products using sustainable
resources of recycled materials
normally destined for landfill disposa

Trevor Wakefield, the inventor of
Envirotile, has designed a roof tile th
Is faster to lay, safer to use and can
outperform traditional pitched roof tile
and slate products, yet is made from
reprocessed material and sustainabl
resources and is fully recyclable at tf
end of its useful life.
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The Envirotile System

Envirotile is part of a total dry fix system including unique underlay and unique
eaves bar fixing. The innovative interlocking holds each tile securely in eight
different places, this means that each Envirotile roof is secure and can be laid to
roofs anywhere within the UK.

Envirotile has been designed to be simple and easy to lay, less labour intensive,
provides quicker installation. It is self plumbing (no more snaking) and
incorporates snap off nibs to overcome and accommodate fixing of tiles to warped
wooden battens and boarded roofs where nibs are not required.

I t 6s pol ymer c -vramgpartationt or ohandlirg nbseakages, n o
minimising waste, it is also completglgroas and excellently suited to costal
areas where salt content tends to be higher.

The unique eaves bar means that extra eaves courses are no longer required,
saving time and materials. No tile clips are required either as Envirotiles are fixed
using 2, 30x3.35mm stainless steel roofers drive nails per tile..

No tile/half or double requirements, one tile does it all

The tile mechanism assists roofers in the hip and valley areas of roof work,

Envirotile no matter what size cut tiles are held securely in place, making working
procedure much easier in these two key areas where loose tiles need to be

accommodated with positioning while fixing.

By laying tiles to the 5mm marker, expansion caused by temperature fluctuations
can be catered for., ensuring the Envirotile system performs in all types of weather
conditions. Stretching between tiles is easily achieved thanks to the innovative
interlocking system, creating a looser less restrictive interlock means that un
square roof areas can be catered for, as tiles can be stretched to cover more or
less distances as required.

Other benefits of Envirotile are: they can be laid in either half or single bond layout.
(Half bond on low pitched roofs beneath 22.5 degrees), they can be laid down to a
low pitch of 12.5 degrees and up to 90 degrees vertical. (Testing carried out by
BRE) Three different gauges are available 250mm, 265mm, and 280mm (the
lower the pitch the lower the gauge).

The Envirotile System is fire tested to-B&rV ated A for fire penetration on
pitched roofs when used in conjunction with Envirolay, our unique underlay
designed especially for Envirotiles.
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Envirotile

Envirotile is one of the most advanced recycled polymer roof :
currently available. It is both high performing and environmen
friendly.

Colour

Envirotile roof tiles actually help to reduce build and labour costs as
as reducing the carbon footprint of any building project

Anthracite 2D CAD Drawings for architectural
layouts available.
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